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APPROVED METHOD OF ESTABLISHING WITNESS CORNERS
TO PERPETUATE LOCATION OF SECTION OR 1/4 SEC. COR.

1.
2.

DISTANCE “X” TO BE HORIZONTAL.

"E” ANGLE TO BE THE MEAN INTERNAL ANGLES OF
SIX (6) REPETITIONS: THREE (3) DIRECT, AND THREE (3)
INVERTED.

. W.C. TO BE ESTABLISHED ON A LINE TANGENT TO OTHER

~

. DISTANCE "X” TO BE ESTABLISHED IN MULTIPLES OF ONE

W.C. AND TRUE CORNER.

FOR PURPOSES OF ILLUSTRATION, ANGLE IS SHOWN
TAKEN TO THE CORNER EAST. IN PRACTICE, THE CORNER
MOST CONVENIENT SHOULD BE TAKEN.

ANGLE "E” TO BE RECORDED, AS ANGLE "E”, "W", "N”, OR
"S” DEPENDING ON THE GENERAL DIRECTION OF SIGHTING.

(1) FOOT UNITS.
ANGLE "/\” TO BE NEARLY 45

. W.C. TO LOCATED IN AREA NOT LIKELY TO BE

DISTURBED BY CONSTRUCTION.

WITNESS
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